ADVANCE STEEL- 2015.1
HOW TO CREATE A CUSTOM CONNECTION


Advance Steel provides all necessary tools to create save and reuse custom
connections. Custom connections can be created from all basic entities such as beams,
plate, bolts, welds, cuts, copes, weld preparation with standard joints by using new
intelligent “bricks”

INTELLIGENT
BRICKS
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Once the custom connection is created, select the Create connection template icon
on the tool palette from the Custom Connections category.

A dialog box appears where you can choose the definition method.

1. Select the 2 beams method then select the column and enter then select the
beam and enter.
2. The dialog box User Template appears.
3. Select your situation. For this example the third situation is being used 2 beams.
Here you can write the text (which will pop up during the insertion of the custom
connection) where you will be prompted to select the member(s) to connect.
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4. Write in the field Select the Column/beam in the Drivers selection prompts (1)
and (2)
5. Name your connection.
6. Select the joint using the Reselect driven/output objects button.

7. You will be directed to the model to select all the connections
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The command line it will list the amount of the objects selected. Hit the enter key to
complete the process.

8. A blue box appears. Exit the properties dialog box.
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Once the custom connection is defined, The DWG file(s) containing the custom
connection(s) must be saved in the “Connection Templates” folder located at:
C:\ProgramData\Autodesk\Advance Steel2015.1\Shared\Connection Templates.

To reuse a custom connection, select the “Insert connection template” icon on the tool
palette.
9. Select the column then select the beam.
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1. After selecting the column and the beam a dialog box appears. Make sure there
is a check in Allow object modification. With this option there is no need to
explode the custom connection intelligence to customize it further, you will be
able to modify an element of the custom connection.
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HOW TO CREATE A CUSTOM CONNECTION AS MASTER AND SLAVE
It is also possible to use the connection as a master joint by selecting create joint
in joint group
.
2. First you have to insert the connection and choose the specific connection to
use. Apply it to the column and the beam by selecting the column first then the
beam. There is no need to use the enter command.
3. After the custom connection is created, make sure there is a check in Allow
object modification.
4. Select the create joint in a joint group icon.
5. Select the blue joint box of the custom connection just created.
6. Select the column first then the beam.
Changes made to the master will now show in the slave.
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